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Temperature Temp & Humidity

LCD - V2 Single-Use Data Logger

The overall thickness
of the T-Stream
LCD V2
Ultra-Slim logger
IS only 8.5mm!

The device automatically
generates a PDF or CSV file
upon connection to a et
computer. : s {EH




Halveon T-Stream
LCD - V2 Single-Use

CR2450 wide temperature battery, with a capacity 3
times that of CR2032

This model is lighter, thinner, and smaller than the VC
series

Supports 4-stage alarms, with high and low temperatures
adjustable as needed

Automatically generates PDF and CSV reports, no
software needed

® Supports embedded calibration report
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® Supports PDF opening key

Supports multiple CSV formats

Technical Specifications

Model Halveon T-Stream Single-Use LCD - V2
Type Temperature or Temperature & Humidity data logger
Temperature range -30°C~+70°C;0%~100%RH
Accuracy +0.3°C(-20°C~+40°C) +0.5°C(Other);+3%RH(30°C,20%~70%)+4%RH(Other)
Report format Encrypted PDF&CSV&COC
Resolution 0.1°C / °F
Battery CR2450(Wide temperature)
Recording points 16000 / 28800
Certificates CE,ROHS,DO160,IATA PI970 II,LEN12830,FCC
Slze 92*48*8.5mm
Waterproof degree IP65
Port USB2.0

Weight Approximately 579



